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IMPORTANT NOTE: 
 
Technical support  on this product is only available via e-mail . Before submitting 
a technical support e-mail please thoroughly read t hrough this installation guide 
and double check your installation. 
 
If you have a technical question please send an e-m ail to 
support@navvideo.com . Technical support e-mails will be returned within  2 
business days.   
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Pre-Installation Disclaimer:  
By purchasing and installing our products, you agree that NAV VIDEO Inc., its 
employees and affiliates cannot be held responsible for any accidents, tickets, misuse of 
products or damage caused to your vehicle. The driver must always keep their eyes and 
attention on the road at all times. Our products are intended for passenger entertainment 
and off-road use. In some states it is illegal to have a TV viewable by the driver while the 
vehicle is in motion, please obey your state laws. In addition it is your responsibility to 
provide this disclaimer to any party that may purchase your NAV VIDEO navigation 
interface from you, in or out of your vehicle. NAV VIDEO cannot be held responsible for 
discrepancies, or inconsistencies that may occur due to vehicle manufacturing changes. 
Please adhere to all state and federal laws when operating your video interface.  
 
Product Overview (NV_MYGIGUNLOCK)  
Once installed the NAV VIDEO MyGig Unlock Module will provide these features: 

·  DVD Playback In motion  
·  Satellite TV in motion (for vehicles equipped with sat tv)  
·  Navigation Address Input In Motion (for vehicles with navigation systems)  
·  Rear Aux Input In Motion (for vehicles equipped with rear entertainment)  
·  Unblock and unlock dealer blocked video  
·  Video input for aftermarket rear view camera. Automatically turns camera on 

when vehicle put into reverse.  
·  Video and audio input harness - connect an iPod, PlayStation or other video / 

audio source to your front screen!  
·  Video and audio outputs to output DVD video from front to aftermarket rear seat 

LCD screens in the back.  
·  Turn On OEM or Aftermarket Backup Camera Whenever You Want  
·  No loss of navigation tracking while unlocked even when video is being viewed  

 
Operating Instructions  
• To turn the oem or aftermarket camera input on, even while driving forward, go to FM 
mode, then press the volume on/off button TWICE. Push TWICE again to turn off. The 
camera will also automatically turn on when you put the vehicle into reverse.  
 
• To watch a DVD movie while driving, insert the DVD disc, put the vehicle into drive, 
select the Media menu, select the DISC button, press the power button on the radio 
TWICE, then press the "View Video" button. The override will last until the car is turned 
off and on again. Press TWICE again to revert to regular mode.  
 
• To watch a video / audio input source while driving, put the vehicle into drive, select the 
Media menu, select the VES button, press the power button on the radio TWICE, select 
the input Aux 1, then press the "View Video" button. This will show whatever video 
source is connected to the A/V cable that is plugged into the back of your nav unit. 
 
• To enable navigation address input entry while in motion, go to the navigation address 
input keyboard then press the power button on the radio TWICE, the keyboard will then 
be displayed even if you are in motion! The override will last until the car is turned off 
and on again. Press TWICE again to revert to regular mode. 
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Installation of the NV_MYGIGUNLOCK  
 
IMPORTANT NOTE: THE MODULE WIRING HARNESS HAS A 12V  ACCESSORY, 
GROUND AND 12V CONSTANT BATTERY POWER CONNECTION WI RES. THESE 
ARE BONUS OUTPUT WIRES TO POWER A DEVICE SUCH AS A CAMERA, DVD 
PLAYER, OR GAME CONSOLE. YOU DON’T NEED TO CONNECT THEM FOR THE 
MODULE TO WORK, ONLY IF YOU WANTED TO POWER AN EXTR A DEVICE 
FROM THE MODULE. CONNECTING THESE TO VEHICLE POWER WILL DAMAGE 
THE MODULE AND VOID THE WARRANTY. 
 
STEP 1: IMPORTANT: SETUP DIP SWITCHES FIRST BEFORE 
PLUGGING IN THE MODULE TO THE VEHICLE! 
 
There are a total of 5 dip switches on the side of the module, they enable/disable certain 
features and indicate the protocol your vehicle uses for operation. 
 

 
 
 
DIP SWITCH 1 Communication Type 

Set dip switch 1 up or down depending on your vehicle: 
SWITCH 1 UP SWITCH 1 DOWN  
2007 – 2008 
CHRYSLER SEBRING 
 
2007 – 2008 
DODGE AVENGER 
 
2008 
CHRYSLER 300 AND 300C 
 
2008 
DODGE DURANGO 
 
2008 
CHRYSLER ASPEN 

2008 
CHRYSLER TOWN AND 
COUNTRY 
 
2008 
DODGE CARAVAN 
 
2007 – 2008 
DODGE NITRO 
 
2008 
JEEP LIBERTY 
 
2007-2008 
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2008 
DODGE CHARGER 
 
2008 
DODGE DAKOTA 
 
2008 
JEEP GRAND CHEROKEE 
 
2008 
JEEP COMMANDER 

JEEP WRANGLER 
 
2009 
JOURNEY 

 
DIP SWITCH 2 SWITCH 2 UP IF RADIO DOES NOT HAVE A “NAV” BUTTON 

 
SWITCH 2 DOWN IF RADIO HAS A “NAV” BUTTON 

DIP SWITCH 3 SWITCH 3 UP IF YOU HAVE AN OEM BACKUP CAMERA OR WISH 
TO ADD AN AFTERMARKET ONE 
 
SWITCH 3 DOWN IF YOU HAVE NO OEM CAMERA AND WONT BE 
ADDING AN AFTERMARKET ONE. 

DIP SWITCH 4 SWITCH 4 UP IF YOU WISH TO ADD THE VES MODE TO YOUR 
RADIO TO ADD VIDEO/AUDIO INPUT. 
 
SWITCH 4 DOWN IF YOU ALREADY HAVE THE REAR 
ENTERTAINMENT SYSTEM INSTALLED. 

DIP SWITCH 5 SWITCH 5 UP TO ENABLE ALL VIDEO IN MOTION FEATURES 
 
SWITCH 5 DOWN IF YOU WANT TO DISABLE VIDEO IN MOTION 
 
NOTE: NAV ADDRESS ENTRY AND CAMERA FUNCTIONS STILL 
ARE NOT BLOCKED EVEN IF DISABLED. 
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STEP 2: REMOVE TRIM AND UNSCREW RADIO / NAV UNIT 

 
Remove nav unit trim and unscrew the screws around the unit. 
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STEP 3: CONNECT Y HARNESS CABLES PROVIDED WITH OUR MODULE 

 
The connectors are keyed, and unique, thus can not be plugged into the wrong location. 
 
STEP 4: CONNECT A/V INPUT CABLES TO BACK OF RADIO /  NAV UNIT 
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STEP 5: CONNECT BLACK PLUG ON HARNESS TO MYGIG MODU LE 
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STEP 6: CAMERA CONNECTION / INSTALLATION 
 
IMPORTANT: IF YOU WISH TO ENABLE FULL CONTROL OF YO UR OEM OR 
AFTERMARKET BACKUP CAMERA WHILE DRIVING OR IN REVER SE YOU MUST 
POWER THE CAMERA WITH THE RED ACCESSORY POWER OUTPU T WIRE 
COMING FROM THE MODULE. IT WILL TURN ON WHEN THE VE HICLE IS PLACED 
IN REVERSE, OR WHEN SELECTED BY THE USER. 
 
YOU DON’T NEED TO DO THIS IF YOU HAVE THE OEM CAMER A AND DON’T 
WISH TO VIEW IT WHILE DRIVING FORWARD. 
 
For Aftermarket Cameras: 

~ Use the accessory 12V power output from the NV_MYGI GUNLOCK to 
power the camera. 

 
For OEM Cameras: 

~ You need to find the 12V DC power wire that is curr ently running to the 
camera, disconnect it, and connect the 12V power wi re coming out of the 
NV_MYGIGUNLOCK. 

~ Use a multi-meter or lamp to determine this cable a t the back of the vehicle 
near the camera. Cut it, tape the end supplying pow er up, and connect the 
power wire from our module to where it was cut (the  non powered end) 
which will effectively power the camera. 

 
 
 
 
 
COMPLETE INSTALLATION BY TUCKING THE MODULE IN AND REINSTALLING 
THE RADIO AND TRIM KIT 
 


